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WB Series Horizontal 

High Temperature Furnaces

Standard Features

 Nine models electrically heated

 1200oC maximum temperature

 Bench mounting

 Low thermal mass insulation with ‘air gap’

 Hard wearing muffle with spiral wire elements

 Full width counterbalanced up and over door

 Excellent temperature uniformity over the range 600oC – 1200oC

 Integral control and over-temperature instruments

 Door safety switch

 Finish – Hammer Blue

Optional Extras

 Inert gas entry with flowmeter and control valve

 Time switch clock

 Process timer

 Programmable temperature control 

 Thyristor power control

 Temperature recorders

 Furnace stand

All models 230 Volts AC 50 Hz. Above dimensions exclude door weights

MODEL CHAMBER SIZE CASE SIZE WEIGHT RATING

H   x   W   x   D H   x   W   x   D Kg Kw

WB - 1 75 x 75  x 150mm 535 x 380 x 420mm 32 1.0

WB - 2 100 x 125 x 150mm 535 x 380 x 420mm 35 1.5

WB - 3 120 x 175  x 175mm 560 x 435 x 510mm 45 2.0

WB - 4 90 x 150  x 235mm 560 x 435 x 510mm 45 2.0

WB - 5 120 x 175  x 355mm 560 x 435 x 640mm 60 3.0

WB - 6 140 x 190  x 560mm 560 x 435 x 840mm 85 6.0

WB - 7 200 x 225  x 455mm 635 x 535 x 740mm 95 6.0

WB - 8 200 x 305  x 455mm 635 x 535 x 740mm 110 7.0

WB - 9 305 x 305  x 455mm 740 x 585 x 740mm 155 7.0
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